
PATENTED 
FLAWLESS WEAVE TECHNOLOGY

ESD-COAT 
SUPERFINE

FAST 
INSTALLATION SCREENING

BAL-29:

PRIMEVIEW™ HEAVY DUTY
Designed for areas that take a beating, Primeview™ Heavy Duty flyscreen offers 
superior protection with more structure and rigidity for doors or windows.

Made with a heavy gauge high-tensile stainless steel, Primeview™ Heavy Duty 
screens provide optimum resistance to tears and punctures, and is resistant 
to scratching, clawing or other damage from pets.

• Heavy duty aluminium mesh

• Super thick gauge with rigid construction

• Black powder coated finished for anti-glare

• BAL-FZ rated for bushfire prone zones  

• Class 3 corrosion resistant

KEY BENEFITS:

PROTECTION

VISIBILITY

AIRFLOW

STRENGTH

RETAIL RANGE

APPLICATIONS:
• Residential doors and windows
• May be suitable for fall   
 protections systems*

• Large sliding doors
• Coastal areas
• High-spec homes

3X 
STRONGER

HEAVY DUTY 
ALUMINIUM MESH

FAST 
INSTALLATION SCREENING

MATERIAL: SS304 Stainless Steel

WEAVE (strands/inch)  16 x 16

STRAND DIAMETER (mm) 0.30

APERTURE (mm) 1.29 x 1.29

OPENNESS 66%

WEIGHT (gsm) 650

TENSILE STRENGTH (N/20mm) 750

ELONGATION (%) 32  

*Consult your fabricator for complete fall protection systems BAL-29: Complies with AS 3959-2018 
Resistance against increasing levels of  
ember attack, with increasing heat flux.

PART # DESCRIPTION WIDTH 
(mm)

LENGTH 
(m)

30121302

30121272

30121296

PRIMEVIEW HEAVY DUTY 1220mm x 14m

PRIMEVIEW HEAVY DUTY 760mm x 14m

PRIMEVIEW HEAVY DUTY 910mm x 14m

1220

760

910

14

14

14

PART # DESCRIPTION WIDTH 
(mm)

LENGTH 
(m)

30123559 

30123542

PRIMEVIEW HEAVY DUTY 1220mm x 2m

PRIMEVIEW HEAVY DUTY 910mm x 2m

1220

910

2

2


